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Bag 1 

Top Mounted 
Water Connections
The EZTR Series top mounted 
water connections allow for fast 
and easy installation.
•	 Installs through existing B Vent (3 

and 4 inch round  double wall vent)

•	 Replaces 40, 50, 75 Gallon Tank

•	 Top Mount Water Connections

•	 1/2 Inch Gas Line Capable

•	 Supplied Flex Venting easily 
installs through B-vent



EZ-EZTR
2” flex vent

EZ-OD
Outdoor

EZ-DV
Direct Vent

EZ-SV
Single Vent

outdoor capable0.96 UEF

New Features
»» Dual Surgical Grade 316L 

Stainless Steel

»» Quick Connect

»» Top Mounted Connections

»» Wireless Capability

»» Common Vent Capable

»» Altitude up to 10,000 ft.

»» Versatile Venting Options



EZTR & 
EZSERIES

VENTS THROUGH EXISTING, ROUND 3” OR 4” B-VENT

2” FLEX PVC, FLEX, OD OR SV CONVERTIBLE

MODEL EZTR4Ø EZ98DV EZ111DV

GQ Reference Number NRC663-FSV GQ-C2859WX-FF US GQ-C3259WX-FF US

Vent Type Flex Vent Convertible Vent  Convertible Vent

Dimensions (inches) 27.2 x 18.3 x 9.4 27.0 x 18.5 x 12.8 27.0 x 18.5 x 12.8

Weight (lbs) 50 lbs. 81 lbs. 81 lbs. 

Min. / Max. Btuh 15,000 - 120,000 18,000 - 180,000 18,000 - 199,900

UEF 0.87 0.96 0.96

Max. Hot Water Capacity 6.6 GPM 9.8 GPM 11.1 GPM

Water Inlet 3/4”

Hot Water Outlet 3/4”

Gas Inlet (1/2 in. capable) 1/2” (1/2 in. up to 100 ft.) 3/4” (1/2 in. up to 50 ft.) 3/4” (1/2 in. up to 30 ft.)

Temp. Settings 115 - 140°F (In 5° Intervals) 100-140°F (In 5° intervals) 100-140°F (In 5° intervals)

Default Temp. Option 120, 130, 135, 140°F 120, 125, 130, 140°F 120, 125, 130, 140°F

Warranty 12-year warranty on heat exchanger, 5-year warranty on parts & 1-year reasonable 
labor*

Ultra Low NOx Yes

Quick Connect No Yes

Remote Included Digital Display Yes

Min. / Max. Flow Rate 0.5 GPM / 6.6 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 11.1 GPM

High Altitude Approved Up to 3,500 ft. Up to 10,000 ft. Up to 10,000 ft.

Wireless Compatible Yes

Model No. EZ98 and EZ111 Specific Accessories

EZ2FVK-1 25 ft. Flex Vent Kit

EZ2FVK-2 35 ft. Flex Vent Kit

VC-6 Outdoor Vent Cap

EZ2-CK Flex Vent 2” Conversion Kit

SV-CK-2 2” DV to SV Conversion Kit

PVC-2CT 2” PVC Concentric Horizontal Kit

PVC-3CT 3” PVC Concentric Horizontal Kit
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IHK-NRCP-GB

IHK-NRCP-RS

Model No.
On Demand Button Only

Description

Rocker Switch Button Only
1

1

Qty

IHK-NRCP

Model No.

Temperature Sensor with 2 
adjustable clamps

Complete Kit Contents Qty

Wire Temperature Sensor

On-Demand Button switches 
(model# IHK-NRCP-GB)

Instruction Manual

1

1

1

1



NRCP

MODEL NRCP982DV NRCP1112DV

BTU Input Range 18,000 - 180,000 18,000 - 199,000

Min / Max Flow Rate 0.5 GPM - 10.1 GPM 0.5 GPM - 11.1 GPM

Flow Rate at ∆T
35°F 9.8 GPM 10.8 GPM

45°F 7.6 GPM 8.4 GPM

80°F 3.8 GPM 4.6 GPM

Vent Line
2” PVC, CPVC, 

PP Up to 50 ft.

3” PVC, CPVC, 
PP Up to 100 ft.

Venting - SV Conversion Conversion Kit Required

Weight 85 lbs.

Pressure Drop 15 PSI @ 6 GPM

Gas Supply Pressure NG: 3.5” - 10.5”; LP: 8.0” - 14.0”

Connection 
Sizes

Water Inlet 3/4”
Hot Water Inlet 3/4”

Gas Inlet 3/4”
Condensing 

Drain 1/2”

Max External 
Recirculation 
Loop

1/2” Line 200 ft.

3/4” Line 500 ft.

UEF 0.94

Warranty 12-year warranty on heat exchanger, 5-year warranty on 
parts & 1-year reasonable labor

Temperature Settings 100-140°F (In 5°F Intervals)

Wireless Compatible No





CB & 
NRCB

MODEL CB18ØDV CB199DV NRCb18ØDV NRCB199DV

GQ Reference Number N/A N/A GHQ-C2801WX-FF US GHQ-C3201WX-FF US

Gas Input Rate 
(Domestic Hot 
Water Mode)

Max 180,000 BTUH 199,000 BTUH 180,000 BTUH 199,900 BTUH

Min 18,000 BTUH 18,000 BTUH 18,000 BTUH 18,000 BTUH

Gas Input 
(Heating Mode)

Max 100,000 BTUH 120,000 BTUH 100,000 BTUH 120,000 BTUH

Min 18,000 BTUH 18,000 BTUH 18,000 BTUH 18,000 BTUH

Hot Water 
Capacity 
Flow Rate

35° F Rise 9.2 GPM 9.2 GPM 9.8 GPM 10.8 GPM

45°F Rise 7.2 GPM 7.7 GPM 7.6 GPM 8.4 GPM

77°F Rise 4.2 GPM 4.5 GPM 4.4 GPM 4.9 GPM

Installation Indoor Wall Hung

Flue System Sealed Combustion Direct Vent, Single Vent

Gas Pressure
NG 3.5” WC-10.5” WC 4.0" WC - 10.5" WC

LP 8.0” WC-14.0” WC

Heat Exchanger

Primary SS304 (Austenite) SS316L (Austenite)

Secondary SS304 (Austenite) SS316L (Austenite)

Plate Type 
Heat  

Exchanger
SS304 (Austenite) SCR (Austenite)*

*Stress Corrosion Resistant

DHW Heating Priority DHW Priority Simultaneous Heating and Domestic Capable

AFUE 95%

Wireless Compatible No Yes



Residential

Commercial

Hydronic

SV CONVERSION

NRC & 
NR

HIGH EFFICIENCY MID EFFICIENCY

MODEL NRC111DV NRC111OD NRC98DV NRC98OD NRC71DV NRC71OD NRC66DV NRC66OD NR98DVC NR98SV NR98OD NR83DVC NR83OD NR66OD NR5ØOD

GQ Reference Number GQ-C3257WX-FF US GQ-C3257WX US GQ-C2857WS-FF US GQ-C2857WS US N/A N/A N/A N/A GQ-2857WX-FFA US GQ-2857WX-F US GQ-2857WX US GQ-2457WS-FFA US GQ-2457WS US N/A N/A

Vent Type DV OD DV OD DV OD DV OD DVC SV OD DVC OD OD OD 

SV Conversion Yes N/A Yes N/A Yes N/A Yes N/A N/A N/A N/A N/A N/A N/A N/A

Dimensions (Inches) 24.2 x 18.3 x 9.4 24.2 x 18.3 x 9.4 24.2 x 18.3 x 9.4 24.2 x 18.3 x 9.4 23.6 x 13.8 x 6.7 20.5 x 13.8 x 6.7 23.6 x 13.8 x 6.7 20.5 x 13.8 x 6.7 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 20.5 x 13.8 x 6.7 20.5 x 13.8 x 6.7

Weight (lbs) 66 lbs. 66 lbs. 66 lbs. 66 lbs. 41 lbs. 40 lbs. 39 lbs. 36 lbs. 59 lbs. 54 lbs. 54 lbs. 49 lbs. 54 lbs. 35 lbs. 32 lbs.

Min./Max. Btuh 16,000-199,900 16,000-199,900 16,000 - 180,000 16,000 - 180,000 15,000 - 157,000 15,000 - 157,000 15,000-120,000 15,000-120,000 16,000 - 199,900 16,000 - 199,900 16,000 - 199,900 18,000 - 180,000 18,000 - 180,000 15,000 - 140,000 15,000 - 120,000

UEF 0.90 0.91 0.90 0.92 0.89 0.89 0.89 0.89 0.81 0.81 0.81 0.81 0.81 0.81 0.81

Max. Hot Water Capacity 35°F Rise: 11.1 gpm 35°F Rise: 11.1 gpm 35°F Rise: 9.8 gpm 35°F Rise: 9.8 gpm 35°F Rise: 7.1 gpm 35°F Rise: 7.1 gpm 35°F Rise: 6.6 gpm 35°F Rise: 6.6 gpm 35°F Rise: 9.8 gpm 35°F Rise: 9.8 gpm 35°F Rise: 9.8 gpm 35°F Rise: 8.3 gpm 35°F Rise: 8.3 gpm 35°F Rise: 6.6 gpm 35°F Rise: 5.0 gpm

Water Inlet 3/4”     3/4”

Hot Water Outlet 3/4” 3/4”

Gas Inlet (1/2 in. capable) 3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
70ft)

3/4” (1/2 in. up to 
70ft)

1/2” (1/2 in. up to 
100 ft)

1/2” (1/2 in. up to 
100 ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
80ft)

1/2” (1/2 in. up to 
100ft)

Temp. Settings 100-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

Default Temp. Option 120, 125, 130, 
140°F

120, 125, 130, 
140°F

120, 125, 130, 
140°F

120, 125, 130, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F 120, 125, 130, 140°F 120, 125, 130, 

140°F
120, 125, 130, 

140°F 120, 125, 130, 140°F 120, 125, 130, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F

Warranty 12-year warranty on heat exchanger, 5-year warranty on parts & 1-year reasonable labor* 12-year warranty on heat exchanger, 5-year warranty on parts & 1-year reasonable labor*

Ultra Low NOx Yes Yes

Quick Connect Yes Yes Yes Yes No No No No Yes Yes Yes Yes Yes No No 

Remote Included Yes Yes Yes Yes Digital Display Digital Display Digital Display Digital Display Yes Yes Yes Yes Yes Digital Display  Digital Display

Min/Max Flowrate 0.5 GPM / 11.1 GPM 0.5 GPM / 11.1 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 7.1 GPM 0.5 GPM / 7.1 
GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 8.3 GPM 0.5 GPM / 8.3 GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 5.0 GPM

Wireless Compatible Yes  Yes

High Altitude Approved Up to 8,000 ft. Up to 8,000 ft.

Mobile Home Approved Yes (OD, DV, or DVC Install Only) Yes (OD, DV, or DVC 
Install Only) No Yes (OD or DVC Install Only)

PVC Yes No

Energy Star Yes No

 



NEED HELP?

NRC & 
NR

HIGH EFFICIENCY MID EFFICIENCY

MODEL NRC111DV NRC111OD NRC98DV NRC98OD NRC71DV NRC71OD NRC66DV NRC66OD NR98DVC NR98SV NR98OD NR83DVC NR83OD NR66OD NR5ØOD

GQ Reference Number GQ-C3257WX-FF US GQ-C3257WX US GQ-C2857WS-FF US GQ-C2857WS US N/A N/A N/A N/A GQ-2857WX-FFA US GQ-2857WX-F US GQ-2857WX US GQ-2457WS-FFA US GQ-2457WS US N/A N/A

Vent Type DV OD DV OD DV OD DV OD DVC SV OD DVC OD OD OD 

SV Conversion Yes N/A Yes N/A Yes N/A Yes N/A N/A N/A N/A N/A N/A N/A N/A

Dimensions (Inches) 24.2 x 18.3 x 9.4 24.2 x 18.3 x 9.4 24.2 x 18.3 x 9.4 24.2 x 18.3 x 9.4 23.6 x 13.8 x 6.7 20.5 x 13.8 x 6.7 23.6 x 13.8 x 6.7 20.5 x 13.8 x 6.7 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 24.2 x 13.8 x 9.4 20.5 x 13.8 x 6.7 20.5 x 13.8 x 6.7

Weight (lbs) 66 lbs. 66 lbs. 66 lbs. 66 lbs. 41 lbs. 40 lbs. 39 lbs. 36 lbs. 59 lbs. 54 lbs. 54 lbs. 49 lbs. 54 lbs. 35 lbs. 32 lbs.

Min./Max. Btuh 16,000-199,900 16,000-199,900 16,000 - 180,000 16,000 - 180,000 15,000 - 157,000 15,000 - 157,000 15,000-120,000 15,000-120,000 16,000 - 199,900 16,000 - 199,900 16,000 - 199,900 18,000 - 180,000 18,000 - 180,000 15,000 - 140,000 15,000 - 120,000

UEF 0.90 0.91 0.90 0.92 0.89 0.89 0.89 0.89 0.81 0.81 0.81 0.81 0.81 0.81 0.81

Max. Hot Water Capacity 35°F Rise: 11.1 gpm 35°F Rise: 11.1 gpm 35°F Rise: 9.8 gpm 35°F Rise: 9.8 gpm 35°F Rise: 7.1 gpm 35°F Rise: 7.1 gpm 35°F Rise: 6.6 gpm 35°F Rise: 6.6 gpm 35°F Rise: 9.8 gpm 35°F Rise: 9.8 gpm 35°F Rise: 9.8 gpm 35°F Rise: 8.3 gpm 35°F Rise: 8.3 gpm 35°F Rise: 6.6 gpm 35°F Rise: 5.0 gpm

Water Inlet 3/4”     3/4”

Hot Water Outlet 3/4” 3/4”

Gas Inlet (1/2 in. capable) 3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
70ft)

3/4” (1/2 in. up to 
70ft)

1/2” (1/2 in. up to 
100 ft)

1/2” (1/2 in. up to 
100 ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
40ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
50ft)

3/4” (1/2 in. up to 
80ft)

1/2” (1/2 in. up to 
100ft)

Temp. Settings 100-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

100-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

115-140°F (In 5° 
Intervals)

Default Temp. Option 120, 125, 130, 
140°F

120, 125, 130, 
140°F

120, 125, 130, 
140°F

120, 125, 130, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F 120, 125, 130, 140°F 120, 125, 130, 

140°F
120, 125, 130, 

140°F 120, 125, 130, 140°F 120, 125, 130, 
140°F

120, 130, 135, 
140°F

120, 130, 135, 
140°F

Warranty 12-year warranty on heat exchanger, 5-year warranty on parts & 1-year reasonable labor* 12-year warranty on heat exchanger, 5-year warranty on parts & 1-year reasonable labor*

Ultra Low NOx Yes Yes

Quick Connect Yes Yes Yes Yes No No No No Yes Yes Yes Yes Yes No No 

Remote Included Yes Yes Yes Yes Digital Display Digital Display Digital Display Digital Display Yes Yes Yes Yes Yes Digital Display  Digital Display

Min/Max Flowrate 0.5 GPM / 11.1 GPM 0.5 GPM / 11.1 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 7.1 GPM 0.5 GPM / 7.1 
GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 9.8 GPM 0.5 GPM / 8.3 GPM 0.5 GPM / 8.3 GPM 0.5 GPM / 6.6 GPM 0.5 GPM / 5.0 GPM

Wireless Compatible Yes  Yes

High Altitude Approved Up to 8,000 ft. Up to 8,000 ft.

Mobile Home Approved Yes (OD, DV, or DVC Install Only) Yes (OD, DV, or DVC 
Install Only) No Yes (OD or DVC Install Only)

PVC Yes No

Energy Star Yes No

 



Home Size Southern Climate: 2-3 baths
Northern Climate: 1-2 baths

Southern Climate: 3-4 baths
Northern Climate: 2 baths

Indoor Unit 
Dimensions 23.6" (H) x 13.8" (W) x 9.4" (D) 23.6" (H) x 13.8" (W) x 9.4" (D)

Weight 49 lbs. 58 lbs.

Gas Consumption Min. 18,000 btuh
Max. 180,000 btuh

Min. 16,000 btuh
Max. 199,900 btuh

(NG & LP) Natural Gas / Propane Natural Gas / Propane

Capacity Range 0.5-8.3 Gal. / Min. 0.5-9.8 Gal. / Min.

UEF 0.81

Temperature 
Settings

115-140° F (in 5° F intervals)
6 options

100-140° F (in 5° F intervals)
9 options



Residential

Commercial

Hydronic

NCC & 

NCV

COMMERCIAL MODELS

MODEL NCC199DV NCC199OD NCC3ØØOD NCC3ØØDV NC38ØSV NC199DVC NC199OD NCC199CDV

GQ Reference 
Number GQ-C3257WZ-FF US GQ-C3257-WZ US GQ-C5032WZ US GQ-C5032WZ-FF US N/A GQ-2857WZ-FFA US GQ-2857WZ US GQ-C3259WZ-FF US

SV Conversion Yes N/A N/A Yes No N/A N/A Yes

Vent Type DV OD OD DV SV DVC OD DV

Dimensions 
(Inches) 24.4 x 18.4 x 19.4 24.4 x 18.4 x 19.4 18.9 x 32.7 x 14.2 18.9 x 32.7 x 14.2 29.7 x 19.1 x 11.8 24.2 x 18.3 x 11 23.6 x 13.8 x 9.4 27.0 x 18.5 x 12.8

Weight (lbs) 66 lbs. 66 lbs. 108 lbs. 108 lbs. 106 lbs. 58 lbs. 54 lbs. 81 lbs.

Min./Max. Btuh 16,000-199,900 16,000-199,900 15,000 - 
300,000 15,000 - 300,000 22,500 - 380,000 16,000 - 199,900 16,000 - 

199,900 18,000 - 199,900

Thermal 
Efficiency 94% 95% 97% 97% NG: 80%

LP: 81%  84% 86% 98%

Max. Hot Water 
Capacity

35°F Rise: 11.1 
gpm

35°F Rise: 11.1 
gpm

35°F Rise: 13.2 
gpm

35°F Rise: 13.2 
gpm

35°F Rise: 13.2 
gpm

35°F Rise: 9.8 
gpm

35°F Rise: 7.1 
gpm

45°F Rise: 8.7 
GPM

Water Inlet 3/4”     3/4” 1" 1" 1” 3/4” 3/4” 3/4”

Hot Water Outlet 3/4” 3/4” 1" 1" 1” 3/4” 3/4” 3/4”

Gas Inlet 3/4” 3/4” 3/4" 3/4" 3/4” 3/4” 3/4” 3/4”

Temp. Settings
100-150°F (In 5°F 

Intervals), 160, 
170, 185° F

100-150°F (In 5°F 
Intervals), 160, 

170, 185° F

100-150°F (In 
5°F Intervals), 

160, 170, 185° F

100-150°F (In 5°F 
Intervals), 160, 

170, 185° F

100-150°F (In 5°F 
Intervals), 160, 

170, 180°F

100-150°F (In 5° 
F Intervals), 160, 

170, 185° F

100-150°F (In 5° 
F Intervals), 160, 

170, 185° F

100-150°F (In 5° 
Intervals), 160°F, 

170°F, 185°F

Default Temp. 
Option

120, 130, 140, 
185°F

120, 130, 140, 
185°F N/A N/A 120, 130, 140, 

180°F
120, 130, 140, 

185°F
120, 130, 140, 

185°F N/A

Warranty 5-year warranty on heat exchanger, 5-year warranty on parts & 1-year reasonable labor*

Ultra Low NOx Yes Yes Yes Yes No Yes Yes Yes

Quick Connect Yes Yes Yes Yes Yes Yes Yes Yes

Remote Included Yes Yes Yes Yes Yes Yes Digital Display Yes

Min/Max 
Flowrate

0.5 GPM / 11.1 
GPM

0.5 GPM / 11.1 
GPM

0.5 GPM / 
13.2GPM

0.5 GPM / 
13.2GPM

0.7 GPM / 13.2 
GPM

0.5 GPM / 9.8 
GPM

0.5 GPM / 9.8 
GPM

0.4 GPM / 11.1 
GPM

High Altitude 
Approved Up to 8,000 ft. Up to 4,500 ft. Up to 8,000 ft. Up to 10,000 ft.

Wireless 
Compatible Yes

Common Vent 
Capable No Up to 6 Units

Commercial 
Energy Star Yes No Yes

PVC Yes No No Yes Yes Yes No Yes

ASME No No No No Yes No No No



CWHS

Wall Hanging Racks

Rack Series CWHS(1-4)01 CWHS(1-4)02

Water Heater NCC199-OD NCC199-DV

Configuration 1 or 3 2 or 4

System Dimension 51"x12"x65" 76"x12"x65"

Fully Assembled 
Weight (lbs.)

203 lbs. 301 lbs.

Shipping Weight 
(lbs)

324 lbs. 443 lbs.

Frame Specifications
Frame Rail Type 15/8" Square Slot Metal

Frame Material 14 Gauge Aluminum

Frame Finish Aluminum

Color Aluminum

Water & Gas Connections
Hot Water Trunk 
Line Diameter (in.) 1 1/2" 2"

Cold Water Trunk 
Line Diameter (in.) 1 1/2" 2"

 Hot Water Trunk 
Line Material Type L Copper (Rigid)

Cold Water Trunk 
Line Material Type L Copper (Rigid)

Gas Trunk Line 
Diameter (in.) 1 1/4"

Gas Trunk Line 
Material Powder Coated SCH 40 Steel

Gas Branch Line 
Material PVC over CSST

Electrical Specifications

Voltage 120VAC (60 Hz)

Max Current Draw 
(amp) 8 12

System Performance
Quantity of Units 2 3

Hot Water Capacity 
@ 30°F Rise 22.2 33.3

Hot Water Capacity 
@ 70°F Rise 10.6 15.9

Hot Water Capacity 
@ 100°F Rise 7.4 11.1

Minimum (Btuh) 16,000

Maximum (Btuh) 399,800 599,700

Thermal Efficiency 95% (OD) 94% (DV) 

Other Features

Warranty 5 years Heat Exchanger, 5 years parts, 1 
year labor

High Altitude Up to 8,000 ft.

Wireless Ready Yes

Common Vent 
Compatible No

Commercial Energy 
Star Yes



CWHS

Floor Mounted Racks
Rack Series CWHS(1-4)03 CWHS(1-4)04 CWHS(1-4)05 CWHS(1-4)06 CWHS(1-4)07 CWHS(1-4)08 CWHS(1-4)09

Water Heater NCC199

System Dimension 51" x 30" x 65" 76" x 30" x 65"

Fully Assembled Weight 
(lbs.) 262 lbs. 341 lbs. 420 lbs. 352 lbs. 519 lbs. 598 lbs.

Shipping Weight (lbs) 391 lbs. 480 lbs. 549 lbs. 500 lbs. 667 lbs. 746 lbs.
Frame Specifications

Frame Rail Type 15/8" x 4 7/8" Square Slot Metal
Frame Material 14 Gauge Aluminum
Frame Finish Aluminum
Color Aluminum

Water & Gas Connections

Hot Water Trunk Line 
Diameter (in.) 2" 2 1/2"

Cold Water Trunk Line 
Diameter (in.) 2" 2 1/2"

 Hot Water Trunk Line 
Material Type L Copper (Rigid)

Cold Water Trunk Line 
Material Type L Copper (Rigid)

Gas Trunk Line 
Diameter (in.) 1 1/2"

Gas Trunk Line Material Powder Coated SCH 40 Steel
Gas Branch Line 
Material PVC over CSST

Electrical Specifications

Voltage 120VAC (60 Hz)

Max Current Draw (amp) 8 12 16 12 20 24
System Performance

Quantity of Units 2 3 4 3 5 6
Hot Water Capacity @ 
30°F Rise 22.2 33.3 44.4 33.3 55.5 66.6

Hot Water Capacity @ 
70°F Rise 10.6 15.9 21.2 15.9 26.5 31.8

Hot Water Capacity @ 
100°F Rise 7.4 11.1 11.1 14.8 11.1 18.5 22.2

Minimum (Btuh) 16,000
Maximum (Btuh) 399,800 599,700 599,700 799,600 599,700 999,500 1,199,400
Thermal Efficiency 94% (DV) 95% (OD)

Other Features

Warranty 5 years Heat Exchanger, 5 years parts, 1 year labor
High Altitude Up to 8,000 ft.
Wireless Ready Yes
Common Vent 
Compatible

No

Commercial Energy 
Star

Yes



VENT 
TYPE

RESIDENTIAL MODELS COMMERCIAL MODELS

NR83 NR98 NRC66 NRC71 NRC98 NRC111 EZTR4Ø EZ98
EZ111 NRCP CB18Ø

NRCB18Ø
CB199

NRCB199 NCC199 NC199 NCC3ØØ NC38Ø

DVC DVC SV DV DV DV DV SVF DV DV DV DV DV CDV DVC DV SV

4” CAT III VENT 
5” CAT III VENT  
CONCENTRIC SS 
VENT   
2” Flex Pipe  
2” PVC VENT     
3” PVC VENT          
4” PVC VENT    

MODEL SUMMER WATER SUPPLY (70°F) WINTER WATER SUPPLY (45°F)

NC380 

NRC111, NCC199, 
NRCP1112, CB199, 
EZ111, NRCB199

NRC98, NR98, NC199, 
NRCP982, CB180, EZ98, 
NRCB180

NR83

NRC71

NR50

NRC66, EZTR40

5.3 SHOWERS
AT 13.2 GPM

5.3 SHOWERS
AT 13.2 GPM

3.5 SHOWERS
AT 8.75 GPM

4.2 SHOWERS
AT 10.4 GPM

2.5 SHOWERS
AT 6.2 GPM

4.1 SHOWERS
AT 10.6 GPM

3.7 SHOWERS
AT 9.2 GPM

3.3 SHOWERS
AT 8.1 GPM

3.1 SHOWERS
AT 7.8 GPM

2.6 SHOWERS
AT 6.6 GPM

2.0 SHOWERS
AT 5.0 GPM

2.2 SHOWERS
AT 5.6 GPM

2.0 SHOWERS
AT 5.0 GPM

2.0 SHOWERS
AT 4.8 GPM

1.5 SHOWERS
AT 3.8 GPM

1 SHOWER
AT 3.3 GPM

NCC300 

Temp
Rise (˚F)

NC380
Series NCC300

NRC111
(NCC199)
NRCP1112

EZ111

NRC98

NR98
BNR98

(NC199)
BNR83
NR83
Series

NR50
Series

30

35

40

45

50

55

60

65

70

75

80

85

90

95

100

13.2 13.2

13.2

13.2

12.4

11.6

10.7

9.7

9.0

8.3

7.8

7.3

6.9

6.5

6.2

5.8

13.2

13.2

13.2

12.5

11.3

10.4

9.6

8.9

8.3

7.8

7.3

6.9

6.6

6.2

11.1

10.8

9.5

8.4

7.4

6.8

6.2

5.8

5.3

5.0

4.6

4.4

4.1

3.9

3.7

9.8

9.8

8.6

7.6

6.7

6.1

5.6

5.2

4.8

4.5

4.2

4.0

3.7

3.5

3.4

8.3

8.1

7.6

6.7

6.1

5.4

5.0

4.7

4.3

4.1

3.8

3.6

3.4

3.2

3.0

NRC71
Series

5.0

5.0

5.0

4.2

3.9

3.5

3.3

3.0

2.8

2.6

2.5

2.3

2.2

2.1

2.0

7.1

7.1

7.1

6.3

5.8

5.2

4.8

4.4

4.1

3.8

3.6

3.4

3.2

3.0

2.9

NRC66
NR66

EZTR40

6.6

6.6

5.7

5.3

4.6

4.2

3.8

3.5

3.3

3.1

2.9

2.7

2.6

2.4

2.3

NRCP982 
EZ98 

CB18
NRCB NRCB

0 CB199

9.1

9.1

9.1

7.5

6.7

6.1

5.6

5.2

4.8

4.5

4.2

4.0

3.7

3.5

3.4

9.1

9.1

9.1

8.4

7.4

6.8

6.2

5.8

5.3

5.0

4.6

4.4

4.1

3.9

3.7

NEED HELP?

SUPPORT.NORITZ.COM • 866.766.7489 (press 1)



Table 2. For 8” WC – 10.5” WC initial supply pressure
Maximum Natural Gas Delivery Capacity (3.0” Pressure Drop) 

Values in Table are in Cubic Feet of Gas per Hour (0.60 Specific Gravity, 3.0” Pressure Drop, 8.0” WC or greater supply pressure, inlet 
pressure less than 2psi).  Contact your gas supplier for BTU/Cubic Foot ratings.  For simplification of your calculations, 1 Cubic Foot of 
Gas is approximately equivalent to 1000 BTU.

Pipe
Size

Length (including fittings)
10' 20' 30' 40' 50' 60' 70' 80' 90' 100' 125'

(3m) (6m) (9m) (12m) (15m) (18m) (21m) (24m) (27m) (30m) (38m)
1/2" 454 312 250 214 190 172 158 147 138 131 116
3/4" 949 652 524 448 397 360 331 308 289 273 242
1" 1,787 1,228 986 844 748 678 624 580 544 514 456

1 1/4" 3,669 2,522 2,025 1,733 1,536 1,392 1,280 1,191 1,118 1,056 936
1 1/2" 5,497 3,778 3,034 2,597 2,302 2,085 1,919 1,785 1,675 1,582 1,402

2" 10,588 7,277 5,844 5,001 4,433 4,016 3,695 3,437 3,225 3,046 2,700
2 1/2" 16,875 11,598 9,314 7,971 7,065 6,401 5,889 5,479 1,540 4,856 4,303

3" 29,832 20,503 16,465 14,092 12,489 11,316 10,411 9,865 9,087 8,584 7,608
4" 43678 30,020 24,107 20,632 18,286 16,569 15,243 14,181 13,305 12,568 11,139

Table 3. Maximum Undiluted Propane (LP) Delivery Capacity in Thousands of 
BtuH (0.5” WC Pressure Drop)  [Schedule 40 Metallic Pipe]

For reference only.  Please consult gas pipe manufacturer for actual pipe capacities.

Pipe 
Size

10' 20' 30' 40' 50' 60' 80' 100' 125' 150' 175' 200'
(3m) (6m) (9m) (12m) (15m) (18m) (24m) (30m) (38m) (45m) (53m) (60m)

1/2" 291 200 160 137 122 110 101 94 89 84 74 67
3/4" 608 418 336 287 255 231 212 197 185 175 155 140
1" 1,150 787 632 541 480 434 400 372 349 330 292 265

1 1/4" 2,350 1,620 1,300 1,110 985 892 821 763 716 677 600 543
1 1/2" 3,520 2,420 1,940 1,660 1,480 1,340 1,230 1,140 1,070 1,010 899 814

2" 6,790 4,660 3,750 3,210 2,840 2,570 2,370 2,200 2,070 1,950 1,730 1,570



MODEL 
NUMBER DESCRIPTION QTY. / BOX*

CH2F-*** Commercial H2Flow **

H2F H2Flow Anti Scale System 1

H2F-C H2Flow Replacement Cartridge 1

MODEL NUMBER DESCRIPTION QTY. / BOX*

SS-HB-1 Water Treatment for all models up to 9.8 gpm 1

SS-HB-2 Water Treatment for NC38Ø* & NCC3ØØ series 1

HBC-1 Refill Cartridge for SS-HB-1 1

HBC-2 Refill Cartridge for SS-HB-2 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
IK-WV-200-1-

SW-LF
Lead Free 3/4” sweat iso valve kit with male 500K Btuh

Pressure Relief Valve 1

IK-WV-200-1-
TH-LF

Lead Free 3/4” threaded iso valve kit with male 500K Btuh
Pressure Relief Valve 1

IK-WV-300-1-
SW-LF

Lead Free 1” sweat iso valve kit with male 500K Btuh
Pressure Relief Valve for NC38Ø & NCC3ØØ 1

IK-WV-300-1-
TH-LF

Lead Free 1” threaded iso valve kit with male 500K Btuh
Pressure Relief Valve for NC38Ø & NCC3ØØ 1

MODEL 
NUMBER DESCRIPTION QTY. / BOX*

MR-2 Commercial multi-rack system 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*

NC-1 Residential Condensate Neutralizer Kit for NRC1111, 
NRC98, NRC711, NRC66, NRCP, EZTR40, CB, EZ98, EZ111 1

NT20A Commercial Condensate Neutralizer Kit for NC199, 
NCC199, NCC199CDV, and NC38Ø series 1



MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
QC-1 Quick Connect Cable for NC38Ø* 1

QC-2
Quick Connect Cable 

(NR83, NR98, NRC11, NRC98, NCC199, 
NC199, EZ98, EZ111, NCC3ØØ )*

1

QC-NRCP NRCP1112 & NRCP982 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
RB-510 Recess Box for NRC66, NR5Ø, NR66, NRC71 1

RB-700-1 Recess Box for NR98 and NR83OD 1

RB-900-1 Recess Box for NRC111, NRC98 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
RC-7650M Remote Controller (°F & °C) for NC38Ø Canada Only 1

RC-7651M Remote Controller (All Residential Models) 1

RC-9018M Commercial Remote Controller 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
RC-CORD10 10 ft. length 1

RC-CORD26 26 ft. length 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*

PC-1S Pipe Cover (NRC66, NRC71, NR5Ø, NR66, 
NR5Ø1OD, NRC711OD/DV, NRC661OD/DV) 1

PC-2S Pipe Cover (NR98SV/OD, NR83DV/OD,  
NR98OD/SV) 1

PC-2S-GRY Stone Gray Pipe Cover for NC199OD 1

PC-3S Pipe Cover (NRC98DV/OD & NRC111DV/OD) 1

PC-3S-SUS Stainless Steel PC for NCC199DV/OD 1

PC-4S-SUS Stainless Steel PC for NC38ØSV 1

PC-5S Pipe Cover for NR98DVC 1

PC-5S-GRY Stone Gray Pipe Cover for NC199DVC 1

PC-6S Pipe Cover (NCC199CDV, EZ111DV, EZ98DV) 1

PC-7S Pipe Cover for NCC3ØØOD/DV 1



NEED HELP?

SUPPORT.NORITZ.COM • 866.766.7489 (press 1)

MODEL 
NUMBER DESCRIPTION QTY. / BOX*

SC-201-24M System Controller up to 24 units for  
NC38Ø and NCC3ØØ series 1

SC-201-12M System Controller up to 12 units for  
NC38Ø and NCC3ØØ series 1

SC-201-6M System Controller up to 6 units for  
NC38Ø and NCC3ØØ series 1

SCU-401-24M System Controller up to 24 units  
for NCC199 & NCC3ØØ series 1

SCU-401-12M System Controller up to 12 units  
for NCC199 & NCC3ØØ series 1

SC-401-6M System Controller up to 6 units  
for NCC199 & NCC3ØØ series 1

SC-401-6M-EXT System Controller up to 6 units for NCC199 1

MODEL NUMBER DESCRIPTION QTY. / BOX*

MK-CB-1 Manifold Kit for Model CB 1

MC-NRCB-1 Manifold Kit for Model NRCB 1

MODEL NUMBER DESCRIPTION QTY. / BOX*

NWC-ADAPTER  
(NAW-1 US) Adapter* 1



*Included with heater purchase. **Two units required. ***Contact Noritz for commercial sizing.

RC Outdoor Junction Box
H2Flow Water Treatment

Scale Shield Water Treatment

Scale Shield Re�ll Cartridge

Lead-Free Isolation Valve Kit

Multi-Rack System
Condensate Neutralizer Kit

Pipe Cover

Quick Connect Cable

Recess Box

Remote Controller

Remote Controller Cord

System Controller

Building Management System

NR50
EZ98

EZ111

ODDV OD SV DVDVDVCDVC OD DVC OD DV OD DV OD DV OD ODCDV ODSV

NR66 NR83 NR98 NRC98 NRC111 NCC199 NC199 NC380 NRCBNCC300

0700757
CH2F-***
H2F
H2F-C
SS-HB-1
SS-HB-2
HBC-1
HBC-2
IK-WV-200-1-SW-LF
IK-WV-200-1-TH-LF
IK-WV-300-1-SW-LF
IK-WV-300-1-TH-LF
MR-2
NC-1
NT20A
PC-1S
PC-2S
PC-2S-GRY
PC-3S
PC-3S-SUS
PC-4S-SUS
PC-5S
PC-5S-GRY
PC-6S
PC-7S
QC-1
QC-2
QC-NRCP
RB-510
RB-700-1
RB-900-1
RC-7650M (CANADA)
RC-7651M
RC-9018M
RC-CORD10
RC-CORD26
SC-201-24M
SC-201-12M
SC-201-6M
SCU-301-24M
SCU-301-12M
SC-301-6M
SC-301-6M-EXT
SCU-401-24M
SCU-401-12M
SCU-401-6M
BMS1-SC-201-6M
BMS1-SC-301-6M
BMS1-SC-401-6M
EZ2-DK
MK-CB-1
MK-NRCB-1

DV OD

NRC66 NRC71

DV OD

Accessories

Residential Models Commercial Models

Part # NRCP CB

DV DV

EZTR

SVF

Wireless Adapter NWC-ADAPTER

EZTR Optional Di�user Kit
Manifold Kit



MODEL NUMBER DESCRIPTION L1 L2 QTY. / 
BOX*

PVC-2CT 2" PVC Concentric Termination 41.0" 7.38" 1

PVC-3CT 3" PVC Concentric Termination 48.0" 8.75" 1

MODEL NUMBER DESCRIPTION L1 L2 QTY. / 
BOX*

PVT-HL

2" PVC**

7.5" 2.0" 63" PVC

4" PVC

MODEL NUMBER DESCRIPTION L1 L2 QTY. / 
BOX*

VT3-PVCS 3" Stainless Steel 2.8" 3.0" 6

VT4-PVCS 4" Stainless Steel 4.5" 3.0" 6

VT2-PVCS 2" PP 2" 3.0" 6

L2

L1

L1

L2



MODEL 
NUMBER DESCRIPTION L1 L2 QTY. / 

BOX*
SV-CK-4 4" PVC 2.85" 2.96" 1

SV-CK-3 3" PVC 6.7" 6.4" 1

SV-CK-2 2" PVC 10.4" 6.7" 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
CR3-PVC 3" Cosmetic Ring for PVC 1

CR4-PVC 2" Cosmetic Ring for PVC 1

MODEL 
NUMBER DESCRIPTION L1 L2 QTY. / 

BOX*

CDVNRVK Common Vent Non-
Return Valve Kit 13.6 5.0 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*
CDV2x4-ADAPT Common Vent Air Intake 2-4" Increaser 1

MODEL 
NUMBER DESCRIPTION QTY. / 

BOX*

VK4-PVC2SUS Convert from 4" for PVC to 4" Single-
Wall Stainless Steel Venting 1

PVC4XVP5-ADAPT 4" for PVC to 5" Stainless Steel 
Vent adapter 1

MODEL 
NUMBER DESCRIPTION L1 L2 QTY. / 

BOX*

PRC-1

2" PP**

7.7" 6.2" 13" PP

4" PP

2" PP NRCP & CB Series*, EZ98, EZ111

3" PP For NRC111, NCC199, NRC98, NRC71, 
NRC66, NRCP, & CB Series

4" PP For NRC111, NCC199, NRC98, NRC71, NRC66



MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VP4-6STR 4" SUS 2.1" 6.0" 6

VP4-12STR 4" SUS 2.1" 12.0" 6

VP4-24STR 4" SUS 2.1" 24.0" 6

VP4-36STR 4" SUS 2.1" 36.0" 6

VP4-48STR 4" SUS 2.1" 48.0" 6

VP5-6STR 5" SUS 2.7" 6.0" 6

VP5-12STR 5" SUS 2.7" 12.0" 6

VP5-24STR 5" SUS 2.7" 24.0" 6

VP5-36STR 5" SUS 2.7" 36.0" 6

VP5-48STR 5" SUS 2.7" 48.0" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VP4-9.4ADJ 4" SUS 2.1" 6.8"-9.1" 6

VP4-13.4ADJ 4" SUS 2.1" 9.5"-14.6" 6

VP4-21.4ADJ 4" SUS 2.1" 15.4"-26.5" 6

VP4-60ADJ 4" SUS 2.1" 36.0"-60.0" 6

VP5-9.4ADJ 5" SUS 2.7" 6.8"-9.1" 6

VP5-13.4ADJ 5" SUS 2.7" 9.5"-14.6" 6

VP5-21.4ADJ 5" SUS 2.7" 15.4"-26.5" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VP4-18FLEX 4" SUS 2.1" 16.75" 6

VP5-18FLEX 5" SUS 2.1" 16.75" 6

4" SUS For NR98 Series

5" SUS For NC380 Series

Concentric SUS For DVC Series

L1

L2

Outer pipe

Inner pipe



4" SUS For NR98 Series

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VP4-45ELB 4" SUS 2.1" 4.0" 6

VP5-45ELB 5" SUS 2.7" 5.4" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VP4-90ELB 4" SUS 2.1" 6.2" 6

VP5-90ELB 5" SUS 2.7" 7.9" 6

MODEL NUMBER venting series L1 L2 QTY. / 
BOX

DT4-V 4" SUS 2.1" 5.1" 6

DT5-V 5" SUS 2.1" 6.2" 6

MODEL NUMBER Venting series L1 L2 QTY. / 
BOX

DT4 4" SUS 2.1" 7.2" 6

DT5 5" SUS 2.1" 8.0" 6

MODEL NUMBER venting series L1 L2 QTY. / 
BOX

RC4 4" SUS 7.8" 6.6" 6

RC5 5" SUS 11.0" 7.2" 6

MODEL NUMBER DESCRIPTION L1 L2 QTY. / 
BOX

SCP5 5" SUS 8.8" 25.2" 6

5" SUS For NC380 Series

Concentric SUS For DVC Series

L2

L1

Pipe Guide

L2

L1

L2

L1

L2

L1
3/8”



MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

ARF5 5" SUS 7.0" 18.0" 1

CARF-1 Concentric SUS* 8.0" 16.0" 1

**ADJRF34 3" and 4" * 5.7" 14.3" 1

MODEL 
NUMBER VENTING SERIES L1 L2 QTY. / 

BOX
FRF5 5" SUS 6.3" 18.0" 1

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

RJ5 5" SUS 18.0" 6.0" 6

*ADJRJ34 3" and 4" 18.2" 4.6" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VT4-S 4" SUS 2.1" 6.2" 6

VT5-S 5" SUS 2.7" 7.9" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VT4-S45 4" SUS 2.1" 4.0" 6

VT5-S45 5" SUS 2.7" 5.4" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VT4-SH 4" SUS 7.4" 6.1" 6

VT5-SH 5" SUS 7.4" 6.6" 6

4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series
L2

L1

L2

L2 L1

L1

L2

eRoof Jack Guid11.5”

L1

L2

L1

L2

6”



MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VT4-SL 4" SUS 7.4" 3.2" 6

VT5-SL 5" SUS 7.4" 3.7" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

WT4 4" SUS 10.0" 7.0" 1

WT5 5" SUS 12.2" 10.7" 1

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VC-6* Outdoor Vent Cap 10.4" 5.3" 1

VC-132** Outdoor Vent Cap 18.9" 7.6" 1

MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

VP4-ADAPT-1 4" SUS 1.2" 4.9" 6

MODEL NUMBER VENTING 
SERIES L1 L2 QTY. / 

BOX
WT4-H-8-1 4" SUS 5.8" 4.1" - 7.8" 1

WT4-H-14-1 4" SUS 5.8" 7.8" - 14.0" 1

WT5-H-6 5" SUS 10.7" 6.0" - 7.0" 1

4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series

L1

L1L2

L2

L1

L2

1.5” Stucco Key for 4” only

L2L1

L2

L1



MODEL NUMBER VENTING SERIES L1 L2 QTY. / 
BOX

CR4-SUS 4" SUS 7.2" 4.3" 1

CR5-SUS Concentric and 5" SUS 9.9" 5.4" 1

MODEL NUMBER VENTING SERIES L1 L2 QTY.

FS4 4" SUS 18.0" 4.4" 6

FS5 5" SUS 20.4" 5.4" 6

MODEL NUMBER VENTING SERIES L1 L2 QTY.

SC4 4" SUS 6.0" - 5 sets

SC5 5" SUS 7.0" - 5 sets

MODEL NUMBER VENTING SERIES L1 L2 QTY.

CSCR-1 Concentric and 5" SUS 9.1" 4.0" 6

SCR4-1 4" 8" 3.25" 6

4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series

L1

L2

Dia.

L1 L2

L1

L1

L2



MODEL NUMBER VENTING SERIES Description QTY.

BG-DVC-H Concentric SUS For CVK-H Series 1

BG-DVC-V Concentric SUS For CVK-V Series 1

MODEL NUMBER VENTING SERIES L1 L2 QTY.

FP-5-OUT Concentric SUS 6.7" 8.7" 1

MODEL NUMBER clearance L1 L2 QTY.

SS4-1 1" 5.7" 4.7" 5 Sets

SS4-2 2" 6.6" 4.7" 5 Sets

SS4-4 4" 8.7" 4.7" 5 Sets

SS4-6 6" 10.7" 4.7" 5 Sets

MODEL NUMBER Clearance L1 L2 QTY.

SS5-1 1" 6.8" 6.0" 5 Sets

SS5-2 2" 7.8" 6.0" 5 Sets

SS5-4 4" 9.8" 6.0" 5 Sets

SS5-6 6" 11.8" 6.0" 5 Sets

4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series

L1
L2

BG-DVC-H

BG-DV

BG-DVC-V

 
 



 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

SV

MODEL 
NUMBER

VENTING 
SERIES

QTY. / 
BOX

VK4-V1 4" SUS 1

MODEL 
NUMBER

VENTING 
SERIES

QTY. / 
BOX

VK4-H-8-1 4" SUS* 1

VK4-H-14-1 4" SUS** 1

 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee
13

.2
 - 

15
.7

 in
.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

SV
Wall Thickness

4.1” - 7.4“

7.4” - 14”

Venting Kit Number
VK4-H-8-1

VK4-H-14-1

NEED HELP?

SUPPORT.NORITZ.COM • 866.766.7489 (press 1)

4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series



4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-4STR Concentric SUS 3.3" - 5 Sets

CVP-12STR Concentric SUS 11.8" - 5 Sets

CVP-24STR Concentric SUS 23.6" - 5 Sets

CVP-36STR Concentric SUS 35.4" - 5 Sets

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-11ADJ Concentric SUS 8.3" - 11.2" - 6

CVP-16ADJ Concentric SUS 11.0" - 16.7" - 6

CVP-40ADJ Concentric SUS 22.8" - 40.6" - 6

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-45ELB Concentric SUS 5.3" 2.2" 6

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-90ELB Concentric SUS 8.1" 4.9" 6

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-90ADJELB Concentric SUS 12.6"-15.8" 4.9" 6

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CWF-90ELB Concentric SUS 12.6"-15.8" 8.7" 6



MODEL NUMBER Venting series L1 L2 QTY. / BOX

CRCAI-1-F Concentric SUS 10.6" 26.5" 1

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVT-S Concentric SUS 11.0" 3.9" 6

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CWF-F Concentric SUS 2.0" 8.7" 6

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CWT-H Concentric Min. 3.5" 1.5" 1

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-ADAPT-M2M Concentric 5" 5.5" 1

MODEL NUMBER Venting series L1 L2 QTY. / BOX

CVP-ADAPT-F2F Concentric 5" 7.5" 1

4" SUS For NR98 Series
5" SUS For NC380 Series

Concentric SUS For DVC Series

L2

L1

L1L2

L2



MODEL No. Venting series QTY. / BOX

CVK-H-F Concentric SUS* 1

CVK-H2-F Concentric SUS** 1

MODEL no. Venting series QTY. / BOX

CVK-V-1-F Concentric SUS* 1

MODEL no. Venting series QTY. / BOX

CVK-SNRK-F Concentric SUS* 1

 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

DVC

 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

DVC

 
Vertical Kit
CVK-V-1-F
(0-45 Degrees)

 

Snorkel Kit

Horizontal- Kits Horizontal- Build Your Own

Wall Thickness Range
From 5.8"-13.2"

Wall Thickness Range
From 10.3"-17.8"

1
2

4

6

5

77

1

2

4

Direct connection
without straight

4

1

4

1
3

3
Direct connection
without straight

4

Standard  Wall Kit
Includes inner & outer plates

CVK-H-F

Thick Wall Kit
Includes inner & outer plates

CVK-H2-F
No

Description

Part Number

1
Straight  Bird Screen 

w/ Outer Plate

CVT-S

3

CWF-F

Straight Vent Pipe 
w/ Wall Flange

2

CWF-90ELB

90˚ Adj w/ 
Wall Flange

4

CVP-
4/12/24/36STR

Straight

5

CVP-
11/16/40ADJ 

Adjustable

CVP-
45/90ELB

6

45/ 90 Degree

CDT-V

7

Drain Tee

13
.2

 - 
15

.7
 in

.

13
.2

 - 
15

.7
 in

.

5.3 in. 5.3 in.

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1

Part #
1
2
3 CVP-11ADJ
4 CVP-16ADJ
5 CVT-SNRK-90ELB
6 CVP-90ELB
7 CVP-90ADJELB
8 SS5-3ADJ

Snorkel Kit (CVK-SNRK) Contents

SNRK-C2Snorkel case bottom
SNRK-C1Snorkel case top

Concentric 11” adjustable vent pipe
Concentric 16” adjustable vent pipe

Concentric snorkel termination elbow
Concentric 90 degree elbow

Concentric 90 degree adjustable elbow
Adjustable support strap

9 S-12Screw set

DescriptionPCS

*Additional vent 
pieces can be used 
to increase the 
vertical and wall 
thickness lengths.

BASEMENT

Anticipated
Snow Level

Side
View

N-Vent Vertical Vent Kit
VK4-V1

N-Vent Horizontal Vent Kit
VK4-H-*

Description
Drain Tee

90 Degree Elbow
Firestop

Support Clamp
Roof Jack

Storm Collar Pipe
Rain Cap

9”- 13.4” Adjustable Vent

Part Number
DT4

VP4-90ELB
FS4
SC4
RJ4

SCP4
RC4

VP4-13.4ADJ

Quantity
1
2
1
1
1
1
1
1

Adjustable

Description
Wall Thimble with Built-in 

Hood Termination

Vertical Adjustment
Range (7.5” - 11”)

Part Number
WT4-H-#-1 (# Based on wall thickness)

VP4-90ADJELB

Quantity
1

1

Vertical Kit Contains:

Horizontal Kit Contains:

1

2
3

DVC

CVK-V-1 Contents
No Description Part Number
1
2
3

Concentric Rain Cap
Storm Collar

CRCAI-1-F
CSCR-1

Adjustable Roof Flashing (0-45 Degrees) CARF-1












